

http://www.vision-batt.com/

i
=
—
Co)
=)
==

CP6140TS 6V14Ah

=]
f F o oo € [ .
Discharge characteristic (25°C) 5t & 2 Constant voltage charging
5¢ 3 ¢ characteristic (0.25CA,25°C)
G-SE = (%) (XCA) (V)
1] @or T
6.0 =
120 [ 025}
_. 55 75 F Charged Volume
5 A 1[38A 0.7A) 100 o201
2 5.0 o LA 1[38A 0. - 701 Charge Voltage
s S 80 f
g 4s 14A [9.8A 0.15 - 65
> 4. L 51
60
4.0 20 0.10 - 601
0 20 [ 005 .. _
01 23 5 10 2030 60 2 3 5 10 2030 S Charging Current
min h ot ot . . . . . A n n ;
1 | 1 0 2 4 6 8 10 12 14 16 18 20
Discharge time Charging time (hours)
Relationship between Self-discharge characteristic
charging voltage and temperature 110
Ss s o 3 s
88 8 3 @ 100
I
- ‘ o 90 F
156 04 78 52 26 S C
\l\ ER
150 00 | 75 | 50 25 Cyerg Ui g s
144 96 72 48 24 S 70 I
138192 - 69 [ 46 23 [Ty 60 - 40°C] 30°CN 20°C]
1321881 66 44 22 \\\% 50 [
- - - ‘\’\ 40 o b Lo P P b P b 1 L i

-10 0 10 20 30 40 50 60 0 2 4 6 8 10 12 14 16 18 20
Ambient temperature(°C) Storage time: months

Life characteristics of Standby use Cycleservice lifein relation to

120 depth of discharge
120
10 - - . — 100
g 8 ) s P g a0 —
< P <
> =
é 6 — 3 60
3 Testing conditions:floating voltage:2.27 to 2.30V Cell s 100% D.0O.D.| 50% D.O.D. 30% Depth of discharge
S ambient temperature: 25°C(77°F) ©
40| 40
20 20
0 1 2 3 0 200 400 600 800 1000 1200 1400
Life(year) Number of cycles(cycles)
Temperature effects on float life Temperature effects on capacity
10 :
] 120
}
100 ——
. AQSQ // |
= - L e —
2 SO 2.30V Cell < 0L |+ |
> PR 2 >
g 1 SN S 60 il |
= <+ o | —
] 8 D —
40
20
0.1
1 2 4 0
0 0 % 0 %0 &0 20 -10 0 10 20 30 40 50(°C)
Temperature(°C)
1S09001:2000 MH25860 G4M19906-9202-E-16
CF Shenzhen Center Power Tech.Co., Ltd. www.vision-batt.com

Center Power Industrial Park, TongfuIndustrial District Dapeng Town, 518120 Shenzhen, China
Tel: (+86-755) 8431 8088 Fax: (+86-755) 84318038 E-mail: sales@vision-batt.com

Copy Right Shenzhen Center Power Technology Co., Ltd (Edition 2003-9)

Page 2 of2


http://www.vision-batt.com



