
Shenzhen Center Power 
Tech.Co.Ltd,.

www.vision-batt.comShenzhen Center Power Tech.Co.Ltd,. STOCK CODE: 002733  

  

(Note)The a bove c haracteristics d ata a re a verage values 
obtained within three c harge/discharge c ycles n ot the mimimum 
values .All data s hall be c hanged without notice,Vis ion reserves 
the right to explain and update the information contained 
hereinto.

Overview

Battery Specification

The rechargeable batteries are ead- ead dioxide systems.  The diute  su furic  acid e ectro yte is 
absorbed by separators and plates and thus immobilized.  Should the battery be accidentally 
overcharged producing hydrogen and oxygen, special oneway    v alves allow the   g a ses to  e scape 
thus avoiding excess ive pressure build- up. Otherwise, the battery is completely sealed and is , 
therefore, maintenance- free, leak proof and usable in any position.

l l l l l l

* Weight deviation: ± 3%

Performance Characteristics

Battery Construction 
Positive plate Negative plate Container Cover S afety valve Terminal S eparator E lectrolyte

R aw material Lead dioxide Lead ABS ABS Rubber  Copper  Fiberglass

Component

 Sulfuric  acid

Absorbent G lass M at (AGM) technology for efficient gas  
recombination of up to 99% a nd freedom from 
electrolyte maintenance or water adding.
Not restricted for a ir transport- complies w ith IATA/ICAO  
Special Provis ion A67.
UL- recognized component.
C an be mounted in any orientation.
Computer des igned lead, c alcium tin a lloy grid for high 
power density.
Long s ervice life, float or cyclic
applications .
Maintenance- free operation.
Low s elf discharge.
C ase a nd cover available in both s tandard and flame 
retardant ABS .

General Features 

Dimensions and Weight

E nd P oint
Volts/C ell       15min         30min          45min           1h                3h                5h             10h    

E nd P oint
Volts/C ell       15min         30min         45min            1h                 2h                3h              5 h

Nominal Voltage 
Number of cell 
Design Life
Nominal Capacity 77℉(25℃)   

Internal Resistance

Self-Discharge

Operating Temperature Range

Max. Discharge Current 77℉(25℃)
Charge Methods: Constant Voltage Charge 77℉(25℃)

                                                                               2V
                                                                                     1

                                                                                20 years

10 hour rate ( 40.0A, 1 .8V)                                                                         400Ah
5 hour rate ( 72.0A, 1 .75V)                                                                         360Ah
1 hour rate ( 247A, 1 .6V)                                                                             247Ah

Fully C harged battery 77 (25℃)                                           ≤0 .8 mOhms

3% o f capacity declined per month at 20℃(average)

Discharge                                                                                                    -20~60℃
Charge                                                                                                          - 10~60℃
S torage                                                                                                         -20~60℃

                                        2000A(5s)

C ycle use                                                                                          2 .40- 2.45VPC
Maximum charging current                                                                            80A
Temperature c ompensation                                                              - 5.0mV/℃
S tandby use                                                                                    2 .20- 2.30VPC
Temperature c ompensation                                                              - 3.3mV/℃

℉

oDischarge Constant Current (Amperes at 77 F25 C)o

Discharge Constant Power (Watts at 77 F25 )o oC

CL400C  2V400Ah(10r)

Length(mm / inch)                                                               211/8.31
Width(mm / inch)                                                                  176/6.93
Height(mm / inch)                                                              329/12.95
Total Height(mm / inch)                                                     367/14.5
Approx. W eight(Kg / lbs)                                                     28/61.7

+

-

367

   1 .60V              587              427              325              247             114            7 7.7           43.0

   1 .65V              559              408              312              238             110            7 5.9           42.4

   1 .70V              530              388              298              229             106            7 4.0           41.7

   1 .75V              500              368              284              219             102            7 2.0           40.9

   1 .80V              470              347              269              208              98             6 9.4           40.0

   1 .60V             909             740              641              493               310              214            140

   1 .65V             860             703              610              471               286              209            138

   1 .70V             810             665              576              449               270              203            135

   1 .75V             760             626              543              425               260              197            132

   1 .80V             710             587              509              401               246              185            125

Lead-carbon battery
Case and cover available in both standard and flame
retardant ABS
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CL400 2V 400Ah(10hr)

S elf-dis charge charac teris tic
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Storage time: months

L ife charac teris tic s  of s tandby us e
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Testing conditions: floating voltage: 2.25 to 2.30V/Cell
o                                  ambient temperature: 25 ℃(77 F)

Cyc le s ervice life in relation to 
depth of dis charge

Number of cycles(cycles)
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